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Abstract. This paper presents HoneydV6, a low-interaction IPv6 honeypot which
may be utilized to detect and analyze IPv6 network attacks. To the best of our
knowledge, this is the first low-interaction honeypot which is able to simulate
entire IPv6 networks on a single host. Attracting attackers to exploit an IPv6 hon-
eypot requires new approaches and concepts because of the huge IPv6 address
space. We solved this problem through a dynamic instantiation mechanism that
increases the likelihood for an attacker to find a target host in our IPv6 honeynet.
HoneydV6 is based on the IPv4 honeypot Honeyd. While HoneydV6 is more com-
plex regarding functionality compared to Honeyd, the presented performance re-
sults show only minor differences. Further, we present first results of a HoneydV6
deployment in a /34 network.

1 Introduction

In June 2012, the Internet Society arranged the World IPv6 Launch Day. Since then,
an increasing number of Internet Service Providers (ISPs), as well as web companies
enabled IPv6 support for their customers.

In order to estimate the current threat level in IPv6 networks, we started an IPv6-
darknet experiment in March 2012 using a /48 network. We suspected that the rising
usage of the protocol may also increase the number of attackers aiming to exploit new
protocol features and early implementations.

A darknet is an address space that is advertised and routed but does not provide
any services [1]. All traffic entering a darknet can be considered malicious. This eases
classification and subsequent analysis, because we do not have to separate production
traffic from attack traffic. Due to the huge IPv6 address space, brute-force network
scanning of IPv6 addresses is not attractive for an attacker and hence the probability to
catch attackers in a darknet is low. Nevertheless, the results of our darknet experiment
show that malicious IPv6 traffic is existent and further analysis is required.

In order to study these attacks, IPv6-enabled security tools have to be deployed that
allow a deeper analysis of attack patterns. Honeypots provide an excellent mechanism
to collect information about network attacks and vulnerabilities, because they provide a
level of interactivity that cannot be achieved by darknets. Honeypots are different from



most traditional security mechanisms. They provide a security resource whose value
lies in being actively probed and attacked [2]. The honeypot system has no production
value and is configured to monitor unused address space. Low-interaction honeypots
may even be used to simulate networks with thousands of hosts and routers.

We chose to extend the low-interaction IPv4 honeypot Honeyd [3] to HoneydV6,
since it is able to simulate entire IPv4 networks on a single computer and provides
many components that could be reused in our IPv6 implementation. Further, Honeyd
is the fundamental part of a number of honeypot solutions like Tiny Honeypot or the
SCADA HoneyNet Project and can be used to improve the capabilities of honeypots like
Nephentes [4]. Therefore, by implementing IPv6 functionality into Honeyd, the afore-
mentioned honeypots may be adapted so that they are able to handle IPv6 connections
as well.

Honeyd implements a customized network stack to handle multiple simulated hosts
on a single machine. The large number of available addresses in a single IPv6 network
requires a new honeynet design approach. The static placement of virtual components
does not work, because an attacker is unlikely to find a deployed honeypot within the
large IPv6 address space by chance. We therefore developed the concept of random
IPv6 request processing to allow attackers to dynamically find and exploit our simulated
hosts.

The next section presents the results from our darknet experiment. Section 3 sum-
marizes related work. In Section 4 and 5, we present the IPv6 extension of Honeyd.
Section 6 shows the results of performance measurements of HoneydV6. In Section 7
we present some preliminary results from the deployment in a /34 IPv6 network and
Section 8 concludes our work.

2 Examining the threat level in IPv6 networks

A couple of years ago, it was hard to find any malicious or even unintentional traffic
in IPv6 networks. In 2006, Matthew Ford et al. published a traffic statistic of their
IPv6 darknet with a /48 prefix, which may have been the world’s first IPv6 darknet [1].
Within approximately 16 months, they captured about 12 ICMPv6 packets which were
most probably caused by misconfiguration and typographical errors resulting from the
long and unwieldy IPv6 addresses. In comparison, Pang et al. observed in 2004 about
30,000 packets of background radiation per second in a class A IPv4 network [5].

In 2010, Geoff Huston presented the results of his darknet experiment where he
examined the background radiation in a 2400::/12 network provided by APNIC for 9
days [6]. The darknet received about 21,000 packets. However, the used /12 address
block was not vacant and about 1.6 percent of the network addresses had already been
allocated. Therefore, it is hard to compare the results of this experiment to earlier dark-
net results even though traffic which was directed to allocated addresses was filtered
before further analysis. It is assumed that the received traffic is caused by misconfigu-
ration and probably a small number of guess probes. Scans that are definitely produced
by bots or viruses could not be detected.

We set up a new /48 IPv6 darknet and monitored the incoming traffic for 9 months
including the time around the World IPv6 Launch to confirm this assumption. The ad-



dress space was provided by the tunnel broker “Hurricane Electric” and the incoming
traffic was tunneled to our machine using a SIT tunnel.

While the probability that an attacker randomly chooses an IPv6 address from our
darknet is about 2−48, we observed a total number of 1172 packets. The whole traf-
fic consists of TCP packets, much to our surprise, we didn’t receive a single UDP or
ICMPv6 packet. Figure 1 shows the temporal distribution of the received packets. As
predicted, we received most of the traffic around the World IPv6 Launch day.

Even though the number of received packets has decreased since the World IPv6
Launch, we are still constantly receiving packets.
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Fig. 1: Number of received packets per day, increased number of packets around the World IPv6
Launch day.

2.1 Backscatter

Most of the TCP traffic (1157 packets) seems to be backscatter. This kind of traffic can
be caused by misconfiguration or by attackers who intentionally use spoofed source
addresses when sending packets to a destination. The destination under attack creates
a respond packet to the spoofed source address. So in our case, attackers spoofed ad-
dresses that belong to our darknet address space.

In case of TCP it is rather simple to spot backscatter traffic. A TCP handshake is
essential to enable the connection setup. Normally, this handshake cannot be completed
if the initiating client uses a spoofed source address. If a target receives the initial TCP
handshake packet, where the SYN flag is set in the TCP header, it tries to complete
the handshake by answering with a TCP packet where SYN and ACK flags are set.
Hence, the reception of TCP darknet traffic, where SYN and ACK flags are set, is a



good indication of backscatter. Of course, it is possible to generate TCP packets with
SYN and ACK flags set and send it directly to a destination. However, we concluded
that the intentional forwarding of such packets to our darknet is very unlikely, since
they would serve no known purpose.

We continued our attack evaluation with an analysis of the attacked ports. Table 1
provides a source port statistic for the received backscatter traffic.

Number of packets Source port Description
486 113 auth
327 22 ssh
186 6667 ircd
158 80 http

Table 1: Source ports of the received backscatter packets.

Port 113 belongs to the most occurring source ports in our backscatter traffic. It is
actually used by the Ident protocol [7] which is able to identify an owner of a TCP
connection on a remote multi-user system. The protocol is still used, for example by
IRC servers which connect back via Ident to a requesting source in order to ensure a
user’s identity [8].

The 486 received packets with source port 113 came from 8 different source IPs.
They are aimed for 457 different destination IPs. This indicates that 457 different clients
tried to connect to 8 different servers. A peculiar aspect of all packets received on port
113 is an unaltered acknowledgment number for most of the sources with different
destination addresses. Hence, the TCP handshake must have always been initiated with
the same initial sequence number with different source addresses. In some cases, even
the sequence number as well as acknowledgment number stay unaltered.

As you can see in Table 1, we received 327 packets from source port 22 (ssh). The
packets came from 8 different sources and were targeted at 295 different destinations.
Two of the source addresses are also contained in the set of packets coming from port
113. Similar to the packets coming from port 113, most packets from the same source
share the same acknowledgment number even though the targets are different.

Furthermore, we received 186 packets targeted at port 6667, commonly used by
IRC [8]. All packets came from the same source but had a different destination ad-
dresses. The acknowledgment number of all packets is equal.

We received further 158 packets coming from one source IP using source port 80.
Like the packets coming from port 6667, the acknowledgment number and the target
port always stays the same, with one exception. The last packet received contains a
different destination port and a different acknowledgment number.

Geoff Huston also reported a huge amount of TCP backscatter traffic where ACK
and SYN flags are set. He assumes misconfiguration as one possible explanation for
receiving these packets in his darknet. In our case, almost all packets coming from the
same source, even packets with different target addresses, share the same target port and
acknowledgment number. This indicates a deliberate use of spoofed source addresses



when connecting to the server. It is possible that these packets belong to a denial of
service attack. Because we might have seen only a subset of all packets belonging to an
attack, we are not able to provide a clearer statement about the attack’s purpose.

2.2 Ack Scans

We also received 15 packets where only the ACK flag of the TCP header is set without
any sign of a prior TCP handshake. All 15 packets are coming from the same /64 subnet,
which belongs to the address space of the tunnel broker “Hurricane Electric”.

The missing handshake suggests that these packets are part of an ACK scan, which
is usually used to evaluate filter rules of firewalls. The source port of these packets,
however, is Microsoft’s file sharing port 445, which belongs to the most attacked ports
in the IPv4 darknet experiment presented in [5]. Geoff Huston also received 141 TCP
packets without an initial handshake and he also concludes that these packets belong to
a network probe and rules out that these packets may belong to backscatter traffic.

2.3 Summary

Even though our /48 IPv6 darknet recorded only light traffic, we can say that the IPv6
network is not free of threats anymore. Almost all received packets were caused by
spoofed source addresses and may belong to denial of service attacks and we even
received packets that may be network probes.

From this evidence we draw the conclusion that, in contrast to earlier darknet re-
ports, the IPv6 Internet has become more interesting for attackers. Since a darknet is
not well suited to analyse network-level attacks in greater detail, the next section exam-
ines IPv6 honeypots.

3 IPv6 Honeypots and Related Work

The only IPv6-capable general purpose low-interaction honeypot is Dionaea [9], a hon-
eypot which emulates well-known services like SMB or SIP. It is able to detect remote
shellcode attacks using the emulation library libemu [10]. However, Dionaea does not
implement a customized network stack and a single instance of Dionaea is not able to
simulate entire IPv6 networks. Although it is possible to create honeynets by setting up
multiple instances of Dionaea, it is more challenging and expensive to maintain mul-
tiple machines. This approach is not usefully applicable for IPv6 networks if a huge
number of honeypots needs to be deployed.

There already exist different approaches to set up honeyfarms consisting of thou-
sands of honeypots: In [11], the authors presented Potemkin, an architecture to create
a honeyfarm with thousands of virtual machine based honeypots. A gateway dynam-
ically creates virtual machines for incoming requests and forwards the traffic to the
machines. It is not clear whether the gateway is able to process IPv6 traffic. The ap-
proach needs to filter network scans because otherwise, a new machine would have to
be created for each scanned IP address which would lead to performance problems.



Of course, Potemkin faces the same performance issues as most high-interaction hon-
eypots do. While Potemkin needs a handful of servers to simulate 64,000 machines,
low-interaction honeypots like Honeyd are able to simulate the same number of hosts
on a single end user machine.

Recently, HoneyCloud was proposed [12], a cloud based honeypot that aims to be
able to handle thousands of attackers and to utilize various log mechanisms and IDS’.
HoneyCloud creates new virtual machine based high-interaction honeypots for each
attacker and is deployed in an elastic compute cloud (EC2) using Eucalyptus.

The system utilizes different log mechanisms and is even able to capture keystrokes.
While the Potemkin honeyfarm may assign multiple attackers to the same target ma-
chine, HoneyCloud assigns each attacker to a separate high-interaction honeypot which
writes events into separate log files in order to avoid log file mixtures. HoneyCloud ac-
cepts SSH connections only and is currently not able to handle other services or even
network scans. That is a drawback when trying to gather valuable information about
bots and viruses in IPv6 networks where it is necessary to monitor the whole range of
ports and services. Furthermore, the need for a cloud infrastructure makes it hard for
smaller businesses or even private researchers to deploy the honeypot without falling
back on commercial solutions.

4 Extending Honeyd to HoneydV6

Honeyd is a low-interaction honeypot which has been developed by Niels Provos and
is currently available in version 1.5c on the project website4. We chose Honeyd as base
for a new IPv6 specific honeypot since it is able to simulate entire IPv4 networks on a
single host. It provides a framework that enables users to write various service scripts
for the simulated machines, e.g. a script that simulates a telnet service and captures all
log-in attempts of an attacker. These service scripts can be bound to addresses which are
managed by Honeyd. The behaviour of a simulated host can be specified via so-called
system templates. A template specifies system properties such as open ports and their
assigned scripts.

The simulation of entire networks in Honeyd is accomplished by a customized net-
work stack implementation using the network capture library libpcap5 to bypass the
host’s network stack. Even though this approach is very flexible, it impedes the IPv6
extension because the existing IPv6 functionality of the host’s operating system can-
not be reused. The packet processing has to be modified and essential parts of entirely
new protocols such as ICMPv6 or the Neighbor Discovery Protocol (NDP) have to be
implemented.

4.1 Modifying packet processing

Figure 2 depicts the internal architecture of Honeyd and the extensions and modifica-
tions needed to implement HoneydV6. As soon as Honeyd receives an IPv4 packet,

4 http://www.honeyd.org/
5 http://www.tcpdump.org/



Fig. 2: Internal architecture of HoneydV6 based on [14]. Newly created modules and modules
of the original Honeyd version that had to be modified to support IPv6 are highlighted red and
yellow respectively.

it searches through a configuration database for a virtual host configuration which
matches the packet’s target address. If it cannot find a configuration, the packet will
silently be discarded. Otherwise, the packet will be forwarded to a packet dispatcher.
The dispatcher moves the packet further to Honeyd’s internal TCP, UDP or ICMP im-
plementation, depending on the IP payload. If the packet is a fragment, then Honeyd
will wait for all fragments to arrive and will assemble the fragment before forwarding
it to the dispatcher.

TCP and UDP payload may be bound to service scripts, such as an ftp.sh script
simulating an ftp server. Honeyd forwards incoming traffic to the standard input of the
assigned script while the standard output of a script is sent back to the attacker. In
addition, scripts can use the standard error output to print logging information.

Similar to the IPv4 approach, HoneydV6 assembles and forwards incoming IPv6
packets to a new IPv6 packet dispatcher. We modified the original TCP and UDP pro-
cessor, so that they are able to process both kinds of connections, IPv4 as well as IPv6.
Based on the payload type, the IPv6 dispatcher forwards received packets to the new
ICMPv6 or to the extended TCP and UDP implementation.

Fragmented IPv6 packets get reassembled before they are forwarded to the IPv6
packet dispatcher. This function required the implementation of an IPv6 packet as-
sembler which evaluates the fragment extension header, if available, of each incoming
packet. The offset and length of each incoming fragment is logged so that attacks which
are based on packet fragmentation can easily be analysed.



Honeyd provides a number of further settings and mechanisms such as proxy con-
nections to high-interaction honeypots, conditional templates and fingerprinting. How-
ever, these features are out of the scope of this document.

4.2 Implementation of the Neighbor Discovery Protocol

While IPv4 uses ARP for MAC address resolution, IPv6 utilizes the Neighbor Discov-
ery Protocol (NDP). Therefore, HoneydV6 has to implement essential parts of NDP. For
virtual IPv6 machines, HoneydV6 creates a splay tree representing a neighbor cache. It
contains the Ethernet addresses of all IPv6 machines needed by the NDP.

We implemented the essential parts of NDP that are required to properly advertise
the simulated machines in the network:

– Send and Process Neighbor Solicitations - If a machine needs the Ethernet address
of a node in the local network, it sends a neighbor solicitation message to that node.
A host receiving a neighbor solicitation answers with a neighbor advertisement
containing the corresponding Ethernet address.

– Send Router Solicitations and Process Router advertisements - In order to find
all routers and their Ethernet addresses on a network segment, HoneydV6 sends
a router solicitation to the all routers multicast address and afterwards collects in-
coming router advertisements.

Because NDP goes hand in hand with ICMPv6, the core functionality to handle
NDP packets is contained in icmp6.c. Honeyd’s dispatcher was modified to forward
ICMPv6 packets to the ICMPv6 dispatcher function icmp6_recv_cb. The function
passes the incoming packet to the corresponding handler depending on the ICMPv6/NDP
type.

4.3 Support for the monitoring of network scans

One of Honeyd’s strengths is its ability to simulate entire network topologies containing
virtual routers and virtual low-interaction hosts. This mechanism allows researchers to
analyse the way network scans are performed and how attackers try to find new targets.

In order to allow researchers to observe new kinds of scanning methods in IPv6 net-
works, we adapted the internal routing mechanisms of Honeyd to support IPv6 packet
routing.

Listing 1 shows an example configuration for the network topology presented in
Figure 3. The example contains three virtual routers and two virtual low-interaction
hosts. Incoming network packets traverse an entry router, which in this example has the
IPv6 address 2001:db8::99. The entry router is defined using the route entry state-
ment followed by the router address and the reachable network (2001:db8::0/32).

By using the add net and the link statement, the entry router is directly connected
to Router 2 and Router 3 with the addresses 2001:db8:1::15 and 2001:db8:1::16 respec-
tively. Router 2 covers the network 2001:db8:3::/48 and has the virtual low-interaction
Host 1 with address 2001:db8:3::10 attached.



Fig. 3: An example IPv6 network that can be simulated using HoneydV6 and the configuration
presented in Listing 1.

Because of the first add net statement, HoneydV6 knows that packets targeting
the network 2001:d8:3::/48 need to be forwarded to Router 2. A link statement defines
what addresses are directly reachable through a router. In case of Router 2, all addresses
within the network 2001:db8:3::/48 are directly reachable which includes Host 1.

In order to simulate a realistic network packet routing, the following ICMPv6 types
had to be implemented:

– Time Exceeded - Each time an IPv6 packet traverses a router, its hop limit gets
decreased. As soon as the hop limit reaches zero, HoneydV6 sends an ICMPv6
Time Exceeded message back to the source.

– Destination Unreachable - If a packet is sent to an undefined virtual host or to
a closed UDP port within Honeyd’s address space, the honeypot replies with an
ICMPv6 Destination Unreachable message.

Both packet types are essential in order to make network scanning tools like tracer-
oute6 work and to allow attackers to explore the virtual network.

The simulation of physical network properties, as provided by the Honeyd IPv4
version, was adapted to also work with IPv6 packets. This includes the computation
of the hop limit of a packet. It is possible to define factors like packet loss or network
latency as shown in Listing 1. In this example, a packet transfer from Router 1 to Virtual
Host 1 is configured to take approximately 100 milliseconds. If no latency is set, then
a packet is passed to the next hop without any extra delay except the time needed for
computation.

Of course, the simulated network configuration requires that the covered prefixes
are advertised throughout the global IPv6 Internet and attacking traffic is forwarded to
the machine HoneydV6 is running on.

route entry 2001:db8::99 network 2001:db8::0/32

bind 2001:db8::99 router1
bind 2001:db8:1::15 router2



bind 2001:db8:1::16 router3
bind 2001:db8:3::10 host1
bind 2001:db8:2::10 host2

route 2001:db8::99
add net 2001:db8:3::0/48 2001:db8:1::15 latency 100 ms

route 2001:db8::99
add net 2001:db8:2::0/48 2001:db8:1::16

route 2001:db8::99 link 2001:db8:1::0/48
route 2001:db8:1::15 link 2001:db8:3::0/48
route 2001:db8:1::16 link 2001:db8:2::0/48

Listing 1: Extract of HoneydV6 configuration to simulate the network shown in Figure 3.

5 Covering huge Address Spaces using Random IPv6 Request
Processing

The huge address space of an IPv6 subnet makes it hard, if not almost impossible, for an
attacker to find hosts on the network by pure chance. While this fact is very welcome in
production networks, it impedes the behavioral analysis of an actual attacker who may
or may not be able to find a target machine.

We want to observe IPv6 network scan techniques and analyse the attacker’s ac-
tions when he actually finds a running host. In order to accomplish this, we extended
HoneydV6 with a mechanism that dynamically creates simulated hosts on-demand and
randomly accepts IPv6 connections. Hence, after a certain number of connection at-
tempts, an attacker will definitely find a machine to exploit.

Furthermore, all connection attempts are logged, even to IPv6 addresses that are not
defined in the configuration file. It allows us to analyze IPv6 network scans and to find
new scan patterns.

When a packet arrives, HoneydV6 tries to find the matching virtual low-interaction
host. If no host can be found, a new machine will be dynamically created with a speci-
fied acceptance probability. The so-called IPv6 random mode can be enabled by using
the randomipv6 statement followed by the acceptance probability. To enable the dy-
namic machine creation, the name of a default machine configuration as well as an
acceptance probability has to be specified.

Consider the example configuration in Listing 2. We define the default machine ran-
domdefault. It has a web server and an FTP port open and assigned to the correspond-
ing scripts. The configuration also defines an Ethernet address. HoneydV6 replaces the
last three bytes of this Ethernet address with randomly generated bytes for each newly
created machine. This corresponds to Honeyd’s default behavior in the IPv4 version.
Currently, we are supporting only one default machine.

create randomdefault
set randomdefault default tcp action reset
add randomdefault tcp port 80 "scripts/web.sh"
set randomdefault ethernet "aa:00:04:78:98:78"



randomipv6 0.5 randomdefault 256

randomexclude 2001:db8::1
randomexclude 2001:db8::2

Listing 2: Honeyd configuration to randomly accept IPv6 connections

If the honeypot randomly decides to reject a request and not to create a machine for
it, then the target address will be blacklisted. Future requests to a blacklisted address
will always be ignored to keep the system state consistent and to avoid revealing the
honeypot.

In some cases it may be useful to exclude certain addresses from the automatic
machine instantiation, e.g. if other nodes are in the same network. This can be done by
using the randomexclude statement. An excluded address is automatically blacklisted
and HoneydV6 will ignore requests to this address.

It is possible to define an upper bound for the number of dynamically created hosts
by the honeypot. This number can be set after the default machine name. In the example
above, the maximum number of allowed hosts is 256. It is important to restrict the
number of dynamically created virtual low-interaction hosts in order to avoid memory-
exhaustion attacks.

We recommend to restrict the number of dynamically created machines as well as
the acceptance probability to an appropriate low value depending on the use case. A
large number of uniformly distributed host may easily reveal the honeypot.

6 Performance Tests

Our modified version of Honeyd still contains the original IPv4 implementation and is
able to handle IPv4 and IPv6 packets at the same time. When we implemented the IPv6
functionality, we tried to modify the IPv4 code as little as possible. Nevertheless, in
some cases minor modifications to the IPv4 work flow had to be done, so we conducted
some measurements to quantify the performance of the new IPv4 and IPv6 code in
HoneydV6.

6.1 Comparison: IPv4 and IPv6 Throughput

In order to evaluate the performance impact of our IPv6 modification, we compared the
average application layer throughput of the original IPv4 Honeyd 1.5c with HoneydV6.
We developed a simple Honeyd benchmark service script and a corresponding client
which allow us to measure the time needed to transfer larger files over the network to
the honeypot. The original honeypot as well as the IPv6 modification were installed
on a Fujitsu PRIMERGY TX200 S5 Server with an Intel Xeon processor 5500 series
and 4096 MB of RAM running Ubuntu 12.04. The benchmark client was installed on
a Lenovo ThinkPad L520 with an Intel i5-2450M CPU and 4096 MB of RAM. Both
computers were connected via a Brocade FWS648G FastIron switch using Gigabit Eth-
ernet.

Table 2 shows the results for transferring 50 MB and 100 MB from the client via
IPv4 and IPv6 to the honeypot benchmark service.



Filesize 1.5c (IPv4) V6 (IPv4) V6 (IPv6)
50 MB 15.98 s 16.19 s 16.33 s
100 MB 31.85 s 31.94 s 32.36 s

Table 2: Comparison of transmission time in seconds between the original Honeyd version 1.5c
and HoneydV6.

For each experiment, Table 2 shows the median from 5 runs. It takes about 16 sec-
onds to transfer 50 MB to the honeypots and about twice as much time to transfer 100
MB. In case of transferring 50 MB over IPv4, the original 1.5c version of Honeyd is
approximately 0.2 seconds faster than HoneydV6. For sending 100 MB, the original
Version was about 0.09 seconds faster than our modified version. This indicates that the
overhead is in the magnitude of the measurement error and neglectable. The overhead
is most probably caused by a number of newly added IPv4/IPv6 switches in the source
code. Furthermore, the IPv6 transfer is insignificantly slower than the IPv4 transfer of
both versions. HoneydV6 needed approximately 0.35 seconds longer than the original
1.5c version to transfer 50 MB and about 0.51 seconds to transfer 100 MB over IPv6.

6.2 Scalability of HoneydV6

While throughput measurements can help to get an impression of the performance im-
pact caused by the IPv6 modifications, a honeypot like Honeyd rather needs to be able
to handle a large number of connections than transferring huge files.

Provos and Holz measured the number of TCP requests per second that Honeyd is
able to process [14]. Since we are particularly interested in the performance impact on
the application layer, we used the web server benchmark servload [15]6 to measure the
number of HTTP GET requests that HoneydV6 is able to process per second. Servload is
capable of replaying a previously captured traffic log file based on the timestamps of the
contained packets. We generated a log file containing 20,000 HTTP GET requests from
different source addresses with 600 requests per second. HoneydV6 was configured to
simulate a single machine which was bound to an IPv4 and an IPv6 address and which
runs the web.sh script that is shipped with the original Honeyd version 1.5c when getting
requests on port 80. The web.sh script simulates a Microsoft IIS 5.0 and delivers either
a directory listing of the server or a 404 NOT FOUND page. Our generated requests
demanded a non-existing index.html page so that the web.sh script responded with an
HTTP 404 NOT FOUND error code and a short explanation.

We repeated the test run for the original Honeyd 1.5c and compared the results
with the IPv6 and IPv4 requests of HoneydV6. Table 3 shows that the original Honeyd
version and HoneydV6 were able to process about 212 IPv4 requests per second. Hon-
eydV6 managed to handle about 205 IPv6 request/s without any packet loss, which is
only slightly less than its IPv4 counterpart is able to process.

1.5c (IPv4) V6 (IPv4) V6 (IPv6)
212.57 214.00 205.75

6 Download avaible from http://www.salbnet.org/



Table 3: Comparison of the number of HTTP GET requests per second that Honeyd 1.5c and
HoneydV6 is able to handle without any packet loss.

We configured HoneydV6 to simulate just a single target for our test runs. Since
Honeyd maintains one entry for each connection in a splay tree, the performance differ-
ence between benchmarking a single target compared to benchmarking multiple targets
is insignificant.

7 Deployment of HoneydV6 in a /34 network

We installed HoneydV6 in a /34 network from a major German hosting service. A
/34 network contains about 214 times the number of addresses covered by our previous
/48 darknet. Therefore, we expected to see a larger amount of traffic. Table 4 shows
the total number of received packets after the first 69 days of deployment. Most of the
total traffic consists of ICMPv6 echo request messages which seem to belong to IPv6
measurement activities.

Protocol ICMPv6 TCP UDP
Total number of packets 3656 10 57

Table 4: Number of received packets for the first 69 days of the /34 honeynet deployment.

The distribution of the packet arrivals is shown in Figure 4. The Figure shows a
considerable traffic growth after the 28th of December. This is caused by our iterative
honeynet deployment procedure. We began with an inspection of the network traffic in
the /34 network and continually improved the configuration of the honeypots based on
our observations.
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Fig. 4: Number of packets captured per day.

7.1 Phase 1: Reply with “destination unreachable”

For the first 12 days, we configured the honeynet similar to a darknet. In contrast to a
darknet configuration, we sent ICMPv6 messages of type 1 (destination unreachable)



with code 0 (no route to destination) in reply to incoming packets. The incoming traffic
was captured without any further interaction. Since we did not provide network ser-
vices, we only expected to observe packets belonging to scanning probes and no actual
TCP or UDP connection attempts.

This was confirmed by our observations. Within the 12-day observation period, the
honeynet received between 1 and 8 packets a day. All of the packets were ICMPv6 echo
requests from different sources to different targets with an IPv6 hop limit of 1.

7.2 Phase 2: Run HoneydV6 without service emulation

We disabled the ICMPv6 unreachable messages and installed HoneydV6 to find out
more about the intentions of the scanning experiments which constantly contacted our
honeynet.

After disabling the ICMPv6 unreachable messages, the number of packets increased
to up to 142 packets a day. The ICMPv6 packets seem to belong to large-scale IPv6
network scanning activities. As long as we had the ICMPv6 destination unreachable
messages enabled, the scanning activity from a single source address stopped after the
first packet. After disabling the ICMPv6 error messages, the honeynet received up to 15
packets for one destination address. In many cases, the 15 packets had different IPv6
hop limits between 1 and 5 where 3 packets were sent for each hop limit.

HoneydV6 was configured to randomly create virtual hosts on demand in order to
cover the huge address space. The dynamic host creation was restricted to at most 3
virtual hosts to avoid revealing the honeypot. In case of incoming connection requests,
HoneydV6 was configured to sent an RST-packet for TCP connections and an ICMPv6
packet of type 1 (destination unreachable) and code 4 (port unreachable) for UDP con-
nections. ICMPv6 echo requests targeting the virtual honeypots were answered with an
ICMPv6 echo reply.

Within two days, HoneydV6 dynamically instantiated three virtual honeypots in re-
sponse to the ICMPv6 echo requests which probably belong to the aforementioned IPv6
scanning activities. The scanning probes stopped immediately after the honeypot sent
a corresponding ICMPv6 echo response. We could not observe any further interaction
with the instantiated virtual machines.

7.3 Analysis of received UDP traffic

We received very little UDP and mostly scattered TCP traffic. The UDP packets seem
to belong to three different UDP network scans. The first scan contained 33 packets and
took place on January the 12th. It scanned the port range from 44465 to 44497 of one
specific destination. The packets contained different hop limits between 1 and 11, three
packets for each hop limit.

The second and third UDP scan were sent from the same source address and each
contained 12 packets. In contrast to the first UDP scan, both scans were targeting port
33435 only, which indicates network probes generated with the scanning tool trace-
route [16]. As observed in the first scan, both scans used different hop limits. The honey-
net received two packets for each hop limit from 1 to 5 and two packets with a hop limit
of 244 for each scan.



7.4 Analysis of received TCP traffic

We received a total number of 10 TCP packets from 7 different sources. All TCP packets
have special characteristics which indicate that the packets do not try to initiate a normal
TCP connection and that they do not belong to an established connection.

#Packet Sequence Number Flags
1 601352047 FIN, RST, PSH, ACK, NS, Reserved
2 1 ACK
3 1 ACK, URG, ECN, CWR, Reserved
4 0 SYN, PSH, URG, CWR, Reserved
5 0 SYN, PSH, URG, CWR, Reserved
6 5570 FIN, SYN, RST, NS, Reserved
7 989249923 FIN, SYN, PSH, ACK, URG, ECN, NS, Reserved
8 1 RST, PSH, ECN, CWR, Reserved
9 1 -

10 1 ACK

Table 5: Sequence numbers and flags of the received TCP packets.

Table 5 lists the sequence numbers and flags of the received TCP packets. All but
three packets have a sequence number of 0 or 1 which is obviously not a generated
random number as found in most common operating systems. Furthermore, most of the
packets have unusual TCP flags set. This indicates that the TCP packets were forged by
network scanning tools like nmap [17] or packet crafting libraries like scapy [18].

In contrast to what we expected, we could not observe any normal TCP connection
attempts.

8 Conclusion and Future Work

HoneydV6 is the first low-interaction honeypot that is able to simulate entire IPv6 net-
works with thousands of hosts on a single machine. We implemented essential parts of
ICMPv6 and the Neighbor Discovery Protocol so that attackers can find the simulated
virtual hosts by using tools such as traceroute6 or nmap. HoneydV6 provides a dy-
namic spawn mechanism that instantiates new virtual low-interaction honeypots based
on incoming request. This allows the observation of attacks and novel IPv6 scanning
approaches throughout the huge IPv6 address space.

There are further honeypot solutions available which are based on the original Hon-
eyd version, for example the Tiny Honeypot or the SCADA HoneyNet Project. By re-
placing Honeyd with HoneydV6, these projects can be updated for a deployment in
IPv6 networks.

In order to promote further IPv6 research, the sources of our HoneydV6 implemen-
tation are publicly available at http://www.idsv6.de.
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